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Portable Tuner

e Space diversity reception system for
stable RF reception

* Angle-adjustable antennas to help
eliminate signal dropout. This feature
additionally allows mounting position
flexibility when the portable tuner is
mounted on a camcorder.

e RF squelch function virtually
eliminates ambient noise and
unwanted signals from other wireless
microphone systems

e An LCD screen provides extensive
information, including the operating
channel number and its frequency in
MHz, audio-output status, RF-input
level, tuner-battery status and
accumulated operating time

e A green LED indicator illuminates
when RF-input signals are
appropriately received

e Approximately six hours of
continuous operation with two
AA-size alkaline batteries

e Stereo mini jack with monitor-volume
control

e Supplied shoe-mount adaptor
enables easy mounting on Sony
camcorders. A microphone-stand
adaptor, screw adaptor, microphone
cable and belt clip are also provided.

Photo shows portable tuner mounted
on a microphone stand.

Half 19-Inch Rack-Size Tuner

e Space diversity reception system for
stable RF reception

e Angle-adjustable antennas to help
eliminate signal dropout

e RF squelch function virtually

eliminates ambient noise and
unwanted signals from other wireless
microphone systems

Rear Panel

Photo shows portable tuner mounted
on a DSR-PD150.

e Equipped with both XLR (balanced)
and 1/4-inch phone (unbalanced)
type output connectors. The output
level on the XLR-type connector can
be switched between MIC and LINE
levels.

e An LCD screen displays the
operating channel number and its
frequency in MHz, plus the audio-
output status and RF-input level

® A green LED indicator illuminates
when RF-input signals are
appropriately received

e Stereo headphone jack with monitor
volume-control on the front panel

e Supplied with an AC/DC adaptor



Paciayez linz-up

UWP-C1

e Consists of
a lavalier microphone,
bodypack transmitter and portable tuner

e Suitable for a wide range of applications, from news
gathering and interviews to talk shows and conferences

e The lavalier microphone is supplied with a microphone
windscreen and microphone-holder clip

e The bodypack transmitter is supplied with a belt clip

e The portable tuner is supplied with a microphone stand
adaptor, screw adaptor, shoe-mount adaptor for mounting on a
camcorder and microphone cable (3-pole mini-plug/XLR-type)

UWP-S1

e Consists of a lavalier microphone, bodypack transmitter
and half-rack-size tuner

e Suitable for use in PA systems

e The lavalier microphone is supplied with a microphone
windscreen and microphone-holder clip

e The bodypack transmitter is supplied with a belt clip

e The half-rack-size tuner is supplied with an AC/DC adaptor

UWP-X1

e Consists of a lavalier
microphone, bodypack transmitter and tuner module

e Suitable for use in PA systems

e The lavalier microphone is supplied with a microphone
windscreen and microphone-holder clip

e The bodypack transmitter is supplied with a belt clip

UWP-C2

e Consists of a handheld
microphone and portable tuner

e Suitable for news gathering and for use in PA systems

e The handheld microphone is supplied with a microphone
holder and screw adaptor

e The portable tuner is supplied with a microphone stand
adaptor, screw adaptor, shoe-mount adaptor for mounting
on a camcorder, belt clip and microphone cable (3-pole
mini-plug/XLR-type)

UWP-S2

e Consists of a handheld microphone and half-rack-size
tuner

e Suitable for use in PA systems

e The handheld microphone is supplied with a microphone
holder and screw adaptor

e The half-rack-size tuner is supplied with an AC/DC adaptor

UWP-X2

e Consists of a handheld microphone and tuner module
e Suitable for use in PA systems

e The handheld microphone is supplied with a microphone
holder and screw adaptor



